
Quarter Bloc Ball Valves

1/2" - 2"
Socket
PVC
EPDM
PTFE

Built-In Spanner Wrench
The top of the handle is designed
to be used as a spanner wrench
for tightening and loosening
the carrier.

Interference Fit
Interference fit between
stem and handle lever.

Blocking Feature
Safety comes first. With
a safe blocking design it
enables down line pipe
removal. True union
connectors allow for simple
& quick disconnection. The
ball design is engineered
to prevent the ball from
"popping out" when the
union nut is loosened during
scheduled maintenance.

Full Bore
Excellent flow characteristics due
to full orifice opening, equivalent to
inside pipe diameter.

Backing Cushion
Secure and even sealing on the
seat is accomplished by use of an
O-ring backing cushion behind the
PTFE seat.

ASTM SCH80
ASTM SCH80 socket
end connector

Double O-ring
Another safety feature. Stem is
equipped with a double O-ring
arrangement for superior
durability and sealing.

              Sizes 1/2" - 2"  PVC/EPDM Models
             standard with NSF-61 Certification

                     Specifications
Sizes:

Model:
 Body:
Seats:
Seals:

Quarter Bloc
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Quarter-Bloc Ball Valve

 Dimensions  Weight  Cv Values

 Parts

 Pressure vs Temperature  Standard Features

 Sample Specifications

 Chemical Resistance Rating

STRAP

.ON NOITPIRCSED .SCP LAIRETAM
1 ydoB 1 CVP
2 llaB 1 CVP

3 reirraC 1 CVP

4 rotcennoCdnE 2 CVP

5 tuNnoinU 2 CVP

6 metS 1 CVP

7 laeS 2 EFTP

8 )A(gniR-O 2 MDPE

9 )B(gniR-O 1 MDPE

01 )C(gniR-O 2 MDPE

11 eldnaH 1 SBA
21 )E(gniR-O 2 MDPE

LANIMON
EZIS

tekcoS/CVP
08HCSMTSA

D E F G H ISEHCNI mm A B C
2/1 51 848.0 638.0 578.0 92.4 95.0 41.1 98.1 31.2 59.2

4/3 02 850.1 640.1 000.1 80.5 97.0 83.1 63.2 44.2 51.3

1 52 523.1 013.1 521.1 57.5 89.0 96.1 67.2 86.2 51.3

1 4/1 23 076.1 556.1 052.1 64.6 62.1 90.2 51.3 11.3 49.3

2/11 04 219.1 498.1 573.1 42.7 75.1 23.2 87.3 64.3 35.4

2 05 783.2 963.2 005.1 32.8 79.1 48.2 27.4 20.4 21.5

LANIMON
EZIS

MDPE/CVP
)KCOHS-NON,RETAW,ISP(

SEHCNI mm Fº07-Fº03 Fº021-Fº17

2-2/1 05-51 032 051

•All Thermoplastic Construction

  (No Metallic Parts)

•True Union Design

•Blocking Feature in Both Directions

•Full Bore

•Double O-ring Stem Seals

•Handle Doubles as Spanner

  Wrench for Maintenance

•PTFE Seats with Elastomeric

  Back Cushion

•NSF Certified

All Quarter-Bloc Ball Valves shall be NSF certified. True Union design, with two-way blocking capability.
Quarter-Bloc Ball Valves shall feature all thermoplastic construction with no metalic parts and be of full
bore design available in sizes 1/2” though 2”. All O-Rings shall be EPDM with PTFE seats and elastomeric
backing cushions of EPDM. End connectors shall be socket. The handle shall double as end carrier removal
tool for disassembling of the valve. PVC shall conform to  ASTM D1784 Cell Classification 12454-B. All

Quarter-Bloc Ball Valves shall have a pressure rating of 230 psi. from 30-120 degrees F, as manufactred
by Asahi/America Inc.

The Quarter-Bloc Ball Valve is rated for water and light chemical applications ONLY. Please
consult the Quarter-Bloc chemical resistance guide for ratings for specific chemicals
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LANIMON
EZIS tekcoS

SEHCNI mm

2/1 51 63.0

4/3 02 36.0

1 52 29.0

1 4/1 23 33.1

2/11 04 99.1

2 05 05.3

LANIMON
EZIS vC

SEHCNI mm

2/1 51 41

4/3 02 92

1 52 74

1 4/1 23 27

2/11 04 551

2 05 091
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